§176.320

must be fitted with an approved com-
bination solid stream and water spray
nozzle.

(c) The pressure must be maintained
in the vessel’s fire mains during the
loading and unloading of any Class 3
(flammable) or combustible liquids.

(d) Two 7 kg (15-pound) capacity hand
portable dry chemical or two portable
10 L (2.6 gallons) foam-type extin-
guishers must be accessible to any
packaged Class 3 (flammable) or com-
bustible liquid and suitable for use
with the lading.

(e) The requirements of this section
do not apply to portable tanks and
their contents authorized under 46 CFR
part 98 or 46 CFR part 64.

[Amdt. 176-30, 55 FR 52705, Dec. 21, 1990, as
amended at 56 FR 66282, Dec. 20, 1991; 66 FR
45384, 45385, Aug. 28, 2001]

§176.320 Use of hand flashlights.

Each hand flashlight used on deck
near or in any hold or compartment
containing a Class 3 (flammable) lig-
uid, must be suitable for use in haz-
ardous locations where fire or explo-
sion hazards may exist.

§176.325 Smoking or open flame and
posting of warning signs.

(a) Smoking or the use of open flame
is prohibited in any hold or compart-
ment containing a Class 3 (flammable)
or combustible liquid, near any Class 3
(flammable) or combustible liquid
stowed on deck, or near any ventilator
leading to a hold containing such ma-
terial.

(b) A sign carrying the legend:

FLAMMABLE VAPORS
KEEP LIGHTS AND FIRE AWAY
NO SMOKING

must be conspicuously posted at each
approach to a Class 3 (flammable) or
combustible liquid stowed ‘“‘on deck”
and near each cargo hold ventilator
leading to a hold or compartment con-
taining this material. This sign must
be painted on a white background
using red letters. The letters may not
be less than 8 cm (3 inches) high.

49 CFR Ch. I (10-1-01 Edition)

§176.340 Combustible liquids in port-
able tanks.

Combustible liquids, having a flash
point of 38°C (100°F) or higher, may be
transported by vessel only in one of the
portable tanks as specified below:

(a) Portable tanks authorized in
§173.241 of this subchapter.

(b) In nonspecification portable
tanks, subject to the following condi-
tions:

(1) Each portable tank must conform
to a DOT specification 57 portable
tank, except as otherwise provided in
this paragraph;

(2) The rated capacity of the tank
may not exceed 4,542 L (1,200 gallons),
and the rated gross weight may not ex-
ceed 13,608 kg (30,000 pounds);

(3) The vibration test need not be
performed;

(4) When the total surface area of the
tank exceeds 14.9 square meters (160
square feet), the total emergency vent-
ing capacity must be determined in ac-
cordance with table I in §178.345-10 of
this subchapter;

(5) In place of a specification identi-
fication marking, the tank must be
marked, on two sides in letters at least
5 cm (2 inches) high on contrasting
background: “FOR COMBUSTIBLE
LIQUIDS ONLY” and ‘49 CFR 176.340".
This latter marking constitutes certifi-
cation by the person offering the com-
bustible liquid materials for transpor-
tation that the portable tank conforms
to this paragraph;

(6) Each tank must be made of steel;

(7) The design pressure of the tank
must be not less than 62 kPa (9 psig);

(8) No pressure relief device may
open at less than 34.4 kPa (5 psig);

(9) Each tank must be retested and
marked at least once every 2 years in
accordance with the requirements ap-
plicable to a DOT specification 57 port-
able tank in §173.32(e) (2), (3), and (4) of
this subchapter; and

(10) Each tank must conform to the
provisions of §173.24 of this subchapter
and paragraphs (g), (h), (i), and (k) of
§173.32 of this subchapter.

(c) Portable tanks approved by the
Commandant (G-MSO), USCG.

[Amdt. 176-30, 55 FR 52705, Dec. 21, 1990, as
amended by Amdt. 176-41, 61 FR 51339, Oct. 1,
1996; 62 FR 51561, Oct. 1, 1997; 66 FR 45185,
45384, Aug. 28, 2001]
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